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567—135.18 (455B) Transitional rules.
135.18(1) Transitional rules. Guidance for implementing these transitional rules is contained in the

department’s guidance entitled “Transition Policy Statement” dated June 6, 1996.
135.18(2) Site cleanup reports and corrective action design reports accepted before August 15,

1996. Any owner or operator who had a site cleanup report or corrective action design report approved
by the department before August 15, 1996, may elect to submit a Tier 1 Site Assessment or Tier 2 Site
Cleanup Report to the department. If the owner, operator, or responsible party so elects, the site shall
be assessed, classified, and, if necessary, remediated, in accordance with the rules of the department
as of August 15, 1996. To the extent that data collected for the site cleanup report does not include all
information necessary for the Tier 1 Site Assessment or Tier 2 Site Cleanup Report, the owner or operator
shall utilize the default parameters set out in subrule 135.18(4) or provide site-specific parameters.

135.18(3) Site cleanup reports in the process of preparation or review prior to August 15, 1996. The
department will complete a Tier 1 or a Tier 2 risk analysis for any site cleanup report received but
not approved by the department by November 15, 1996. To the extent that data collected for the site
cleanup report does not include all information necessary for the Tier 2 site cleanup report and the owner
or operator elects to not complete a Tier 2 site cleanup report the department shall utilize the default
parameters set out in subrule 135.18(4). If the owner or operator wishes that site-specific data, rather
than any default parameter, be used, the owner or operator shall notify the department by October 15,
1996, or in accordance with a schedule specified by the department. Following notification, the owner
or operator shall be responsible for preparation of the Tier 1 site assessment or Tier 2 site cleanup report.

135.18(4) Default parameters for use in converting a site cleanup report to a Tier 2 site cleanup
report.

a. As to sites for which the owner or operator has collected and submitted only TPH (“total
petroleum hydrocarbons”) data regarding soil contamination, TPH levels shall be converted to a risk
associated factor by using: (1) previously acquired data regarding benzene, toluene, ethyl benzene, and
xylenes data for the samples; (2) newly collected benzene, toluene, ethylbenzene, and xylenes data for
the site; or (3) the assumptions that 1 percent of the total petroleum hydrocarbon (TPH) is benzene, 7
percent of the TPH is toluene, 2 percent of the TPH is ethylbenzene, and 8 percent of the TPH is xylenes.

b. As to sites for which the owner or operator has, to date, submitted only TEH (“total extractable
hydrocarbons”) data regarding soil contamination, TEH levels should be converted to a risk-associated
factor by using: (1) previously acquired benzene, toluene, ethylbenzene and xylenes data for the samples;
(2) newly collected benzene, toluene, ethylbenzene and xylenes data for the site; or (3) the assumption
that 0.004 percent of the TEH is benzene, 0.05 percent of the TEH is toluene, 0.03 percent of the TEH is
ethylbenzene and 0.3 percent of the TEH is xylenes. In addition, TEH levels should be compared to the
TEH default levels in the Tier 1 Table. If, as of August 15, 1996, only TEH data for soil is available, and
it does not exceed Tier 1 levels, additional sampling for TEH in groundwater is not required. Otherwise,
groundwater samples must be collected and analyzed for TEH in accordance with 135.8(3).

c. Data required for preparing a Tier 2 site cleanup report shall be taken from the site cleanup
report. If the site cleanup report lacks any of the data, site-specific data subsequently obtained may be
used. The following assumptions shall be used if no site cleanup report or site-specific data is provided:

(1) If the site cleanup report is unclear as to neighboring land use, assume the land residential land
use;

(2) Use the larger resulting default if both TPH and TEH data are available.
(3) For sites with free product gasoline range constituents, the default values in groundwater are

17,500 ug/l for benzene, 3,040 ug/l for ethylbenzene, 37,450 ug/l for toluene and 15,840 ug/l for xylenes.
For sites with free product consisting of diesel range constituents, the default values are 370 ug/l benzene,
640 ug/l toluene, 140 ug/l ethylbenzene, 580 ug/l xylenes, and 260 ug/l naphthalene or 130,000 ug/l TEH.

135.18(5) Risk-based corrective action assessment reports, corrective action plans, and corrective
action design reports accepted before August 6, 2008. Any owner or operator who had a Tier 2 site
cleanup report, Tier 3 report, or corrective action design report approved by the department before
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August 6, 2008, may elect to submit a Tier 2 site cleanup report using the Appendix B revised model,
department-developed software and rules in effect as of August 6, 2008. The owner or operator shall
notify the department that the owner or operator wishes to evaluate the leaking underground storage tank
site with the Appendix B revised model, software and rules. If the owner or operator so elects, the site
shall be assessed, classified, and, if necessary, remediated, in accordance with the rules of the department
as of August 6, 2008. If the leaking underground storage tank site is undergoing active remediation,
the remediation system shall remain operating until the reevaluation is completed and accepted or as
otherwise approved by the department. Once a site has been evaluated using the Appendix B revised
model, software and rules in effect as of August 6, 2008, it can no longer be evaluated with the Appendix
B-1 old model and software and rules in effect prior to August 6, 2008.

135.18(6) Risk-based corrective action assessment reports, corrective action plans, and corrective
action design reports in the process of preparation with a submittal schedule established prior to August
6, 2008. The owner or operator shall notify the department that the owner or operator wishes to use the
Appendix B revised model and department software and rules in effect as of August 6, 2008, to evaluate
the leaking underground storage tank site before submitting the next report, and prior to expiration of the
previously established submittal schedule. Once a site has been evaluated using the Appendix B revised
model, software and rules in effect as of August 6, 2008, it can no longer be evaluated with the Appendix
B-1 old model, software and rules existing just prior to August 6, 2008.

135.18(7) Risk-based corrective action assessment reports, corrective action plans, and corrective
action design reports received by the department but not yet reviewed. The owner or operator will notify
the department within 60 days of August 6, 2008, whether the owner or operator is electing to complete a
risk-based corrective action assessment using Appendix B revised model, department software and rules
effective as of August 6, 2008, or proceeding with the risk-based corrective action assessment using
Appendix B-1 old model and department software and rules existing prior to August 6, 2008. Once
a site has been evaluated using the Appendix B revised model, software and rules it can no longer be
evaluated with the previous Appendix B-1 old model, software and rules.


